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WOVEN FABRIC SANDBAG FILLED W/

4” PVC PIPE FOR DRAINAGE 24" MIN.
DEPENDING ON FIELD CONDITIONS —\ ,<_>1 /' COARSE SAND— MIN. WEIGHT 40 LBS.
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SAND BAG BERM GENERAL NOTES:

1. WHEN A SANDBAG IS FILLED WITH MATERIAL, THE OPEN END OF THE SANDBAG SHOULD BE
STAPLED OR TIED WITH NYLON OR POLY CORD.

2. SANDBAGS SHOULD BE STACKED IN AT LEAST THREE ROWS ABUTTING EACH OTHER, AND IN
STAGGERED ARRANGEMENT.

3. THE BASE OF THE BERM SHOULD HAVE AT LEAST 3 SANDBAGS. THESE CAN BE REDUCED TO 2
AND 1 BAG IN THE SECOND AND THIRD ROWS RESPECTIVELY.

4. FOR EACH ADDITIONAL 6" OF HEIGHT, AN ADDITIONAL SANDBAG MUST BE ADDED TO EACH ROW
WIDTH.

5. THE SANDBAG BERM SHALL BE INSPECTED AFTER EACH 1/2” RAIN EVENT AND SHALL BE
RESHAPED OR REPLACED AS NEEDED DURING INSPECTION. REPAIRS SHALL BE MADE FOR WASHOUT,
CONSTRUCTION TRAFFIC DAMAGE, ETC.

6. WHEN SILT REACHES A DEPTH EQUAL TO 6 INCHES (THE HEIGHT OF ONE SANDBAG), THE SILT
SHALL BE REMOVED AND DISPOSED OF AT AN APPROVED SITE AND IN SUCH A MANNER AS TO NOT
CREATE A SILTATION PROBLEM.

7. WHEN THE SITE IS COMPLETELY STABILIZED, THE BERM AND ACCUMULATED SEDIMENT SHALL BE
REMOVED AND DISPOSED OF IN AN APPROVED MANNER.
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